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Figure 1: Adhesive mount version 

The Discovery antenna is designed for a large suite of devices with a focus on sub 6 GHz, 5G 
NR, 4G LTE, 3G, 2G, WiFi-6E and GNSS technologies. With superior reliability, quality, perfor-
mance, real time connectivity and smaller size, the Discovery antennas caters to law enforce-
ment, medical transportation, fire rescue, and any other applications where mission critical 
communication is a requirement. The flat construction does also enable hidden installation loca-
tions such as under bumpers of cars. 

This antenna includes 7-in-1 configuration with 4 antenna elements for mobile networks (LTE 
5G/4G, 3G, 2G), 2 antenna elements for tri-band WLAN (2.4/5/6 GHz) and an active GNSS an-
tenna (GPS, Galileo, 
Glonass). 

The adhesive mounting type 
of discovery can be installed 
on any non-conducting sur-
face like glass or plastics. 

For temporary installations or 
testing, there is a magnet 
mounting version that keeps 
the required space between 
antenna elements and the 
magnetic surface (normally 
steel). 

Standard connector type is 
Fakra, while other types ae 
available upon request. 

Figure 2: Magnetic mount version 

For any further information like radiation pattern data and other diagrams feel free to contact us. 

Cabtronix AG 
Electronic Solutions 
Hohstrass 1 
8302 Kloten 
+41 44 804 74 74 
info@cabtronix.ch 
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Technical Data : 

4x4 MIMO 4G/5G (4 Connections) 

Frequency Range 

617 – 960 MHz 

1427-2690 MHz 

3300-5000 MHz 

5150-5925 MHz 

Peak Gain 

617 – 960 MHz +3.1 dBi 

1427-2690 MHz +4.5 dBi 

3300-5000 MHz +2.0 dBi 

5150-5925 MHz  +0.9 dBi 
 

Efficiency 

617 – 960 MHz 55 % 

1427-2690 MHz 47 % 

3300-5000 MHz 31 % 

5150-5925 MHz  26 % 

Return Loss 

617 – 960 MHz -13.2 dB 

1427-2690 MHz -15.7 dB 

3300-5000 MHz -12.6 dB 

5150-5925 MHz  -11.6 dB 

Impedance 50 Ω 

Connectors Fakra male or female (Bordeaux red) 

 

2x2 MIMO WiFi (2 Connections) 

Frequency Range 

2410-2490 MHz 

4920-5925 MHz 

5925-7125 MHz 

Peak Gain 

2410-2490 MHz +6.0 dBi 

4920-5925 MHz +5.0 dBi 

5925-7125 MHz +3.0 dBi 

Efficiency 

2410-2490 MHz 38 % 

4920-5925 MHz 23 % 

5925-7125 MHz 42 % 

Return Loss 

2410-2490 MHz -11.9 dB 

4920-5925 MHz -13.2 dB 

5925-7125 MHz -11.8 dB 

Impedance 50 Ω 

Connectors Fakra male or female (beige) 

 

GPS (1 Connection) 

Frequency Range 1562 – 1612 MHz 

Filter SAW bandpass filter 

LNA Gain 28dB @ 2.7V 

Noise Figure 1.8 dB @ 2.7V 

Operating Voltage 1.5 … 3.6 VDC 

Current 9mA 

Connectors Fakra male or female (blue) 
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Basic Information 

Size 
198 x 127 x 15.7 mm (adhesive mount) 

198 x 127 x 51 mm (magnetic mount) 

Temperature -40 to 80 °C 

Cable typ D302 super low loss (3.2mm) 

Cable length 0.3 m (standard for male Fakra) 

2.0 m (standard for female Fakra) 

Protection IP69 

Color Black  (white upon request) 

 

Ordering Information: 

Ordering Informations 

CTX3666A-0200 

CTX3666A-xxxx 

Kombi-Scheibenklebe-Antenne "Discovery 7-in-1" 4x4 MIMO 
4G/5G, 2x2 MIMO WLAN, GPS/GNSS, schwarz, D302 low-loss, 
Fakra female (direct connection to AnyRover router) 

-0200 : Cable length in centimeters, standard = 200cm 

CTX3667A-0030 

CTX3667A-xxxx 

Kombi-Scheibenklebe-Antenne "Discovery 7-in-1" 4x4 MIMO 
4G/5G, 2x2 MIMO WLAN, GPS/GNSS, schwarz, D302 low-loss, 
Fakra male (connection to AnyRover router with Fakra female-to-
female cables) 

-0030 : Cable length in centimeters, standard = 30cm 

CTX3668A-0200 

CTX3668A-xxxx 

Kombi-Magnet-Antenne "Discovery 7-in-1" 4x4 MIMO 4G/5G, 2x2 
MIMO WLAN, GPS/GNSS, schwarz, D302 low-loss, Fakra female 
(direct connection to AnyRover router) 

-0200 : Cable length in centimeters, standard = 200cm 
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Dimensions adhesive mount model: 
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Dimensions magnetic mount model: 

 

 

 


